Performance Properties

The solid-surface slab used in creating DoloMatte™ products is a patent-pending, highly-engineered material
that blends excellent thermoforming capabilities with the impenetrable high-end surface characteristics of
solid-surface. A specialty polymer blended with ground minerals mixed with solid-surface resin.

Stated below are the performance properties of the solid-surface slabs.

PROPERTY UNITS SOLIDS TEST METHOD
General
Nominal Thickness Inches 0.125 -
Density g/em® 1.30 ASTM D 792
Water Absorption % 0.19 ASTM D 570
Mechanical
Tensile Strength psi 7,590 ASTM D 638
Tensile Modulus psi 594,000 ASTM D 638
Tensile Elongation % 1.60 ASTM D 638
Flexural Strength psi 13,320 ASTM D 790
Flexural Modulus psi 533,000 ASTM D 790
Barcol Hardness - 53 ASTM D 2583
Rockwell Hardness (M Scale) - 99 ASTM D 785
Charpy Impact ft-lbs/inch 1.98 ASTM D 6110

Ball Impact (% Ib. ball, no

) Inches >150 NEMA LD3-3.8
failure) Supported
Ball Impact (% Ib. ball, no

) Inches 36 NEMA LD3-3.8
failure) Unsupported

Thermal

DTUL @ 264 psi °F 190 ASTM D 648
Coefficient of Thermal oy g 5
- ; infin/'F 3.26x10 ASTM D 696

xpansion

Surface
Consistency Of Color (Same
- Passes ISFA 2-01
Sheet)
Light Resistance - No Effect ISFA 2-01
Cleanability/Stain Resistance - Passes NEMA LD3-3.4
Stain Resistance - Passes ANZI/ICPA S§-1
Food Zone Use - Approved NSF 51
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